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Description

DumaWall+ and DumaWall XL (DumaWall) are 5mm thick, impervious uPVC (unplasticized polyvinyl chloride) tiles and panels. The tiles/panels feature 
interlocking tongue and groove profiles to assist in the watertightness as well as ease of installation. DumaWall is fixed to the substrate using MS 
Polymer High Tack Adhesive in conjunction with Aluminium Trims.

Profile Drawing

Features			 

•	 RCB® (Rigid Core Board) technology

•	 Simple to Install

•	 Impervious

•	 UV Resistant

Scope of Use

•	 DumaWall is intended for use as an internal lining on a vertical substrate. 

•	 The substrate, to which the DumaWall will be adhered, must be fixed to a structure that complies with the building code or to an existing 
structure that has the equivalent stiffness of the framing provisions for NZS 3604:2011.

•	 Where DumaWall is used in a wet area (such as a shower), the substrate must be waterproof. This may be achieved through the application of 
a waterproof membrane or other waterproofing product. The adhesive and waterproofing agent must be compatible.

•	 DumaWall should be fixed to the substrate using an MS Polymer High Tack Adhesive. Panel edges should be finished with Aluminum	
Trims or MS Polymer Sealant.

Limitations

•	 DumaWall should not be used in areas where the sustained temperature exceed 60ºC (e.g. saunas) or fall below -10ºC (e.g. refrigeration 
areas).

•	 DumaWall must not be installed within 1 meter of a heat source or where exposure to a contact temperature greater than 60ºC could occur.

Note: During installation, you may require gap allowances between the trim and DumaWall. For instance, when placing the last tile/panel in a row or 
considering that DumaWall XL has the ability to expand/contract up to 1mm/m length. Refer to installation guide.
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Product Range

Type Colour Thickness Width Length

DumaWall+ Tiles Varies 5mm 375mm 650mm

DumaWall XL Panels Varies 5mm 900mm 2600mm

Additional products: 

•	 Aluminium Trims (Anodised Silver/Powder-coated Black) - 2600mm lengths

1.	 Internal Corner

2.	 External Corner

3.	 Universal Corner

4.	 Start Trim

5.	 Finishing Trim

6.	 Click Finishing Trim

Physical Properties

Impact Resistance 23 - 35J EN 13245-1

Water Resistance No Traces of Water Penetration. EN 14527

Resistance to Detergents Grey Scale (4-5); Excellent Resistance. NF 54-801

VOC Emissions A+ French VOC Regulation

NZ Fire Rating Group Number 3 ISO 9705:1993

Basis of Product Data

All technical data stated in this Product Data Sheet are based on results from testing of DumaWall+ Tiles and DumaWall XL Panels provided by the 
manufacturer: 1608023605_dumawall-datasheet-tiles-xl-planks [15/10/2020]. 

Local Restrictions: please note that as a result of specific local regulations the performance of this product may vary from country to country.

Additional Information

The system must be designed, specified, installed, and maintained with all of PSP Limited requirements. Details may be subject to change without 
notice, for the latest design, installation, and maintenance-related information, refer to www.psp.co.nz.

5.0

12
 m

m

6 mm

22
 m

m

23
 m

m

8 mm

10
 m

m

12
 m

m

20 mm

16
 m

m

12 mm12 mm 8 mm

15
 m

m

18 mm

11
 m

m22
 m

m

www.psp.co.nz   |   09 415 2800

BRAND

DumaWall

XL Waterproof Wall Panels

PRODUCT TYPE

DRAWING TITLE DRAWING SCALE

DRAWING NUMBER

1:10 @ A4

· TO BE READ IN CONJUNCTION WITH COMPLETE PSP DOCUMENT INSTALLATION LITERATURE
· DETAILS MAY BE SUBJECT TO CHANGE WITHOUT NOTICE

ISSUE DATE

15 / 11 / 2023

VERSION

V1.0

..\..\..\..\..\00 Document Control\General Resources\PSP Limited_Templates 2023\Technical\03 CAD\01_AutoCAD\PSP_AutoCAD Template_2023\02 PSP_XREF_Files\PSP_Master Logo 2023_Horiz_RGB_Primary.png

Profile PDS

PSP_DW01

1 2 3 4 5 6

mailto:info%40psp.co.nz?subject=
http://www.psp.co.nz

